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Standard Colors
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S-1 S-6 S7 -8 S-9

S-2/ S-3/DEEP S-4/LIGHT S-5 S-10/LIGHT S-11/DEEP S-12
SPECIAL SPECIAL FROST FROST HEATHER CUSTOM CUSTOM SAGEBRUSH ~ BUTTER TAMPICO TAMPICO SPECIAL
BLACK GRAY GRAY GRAY CLEAR BUFF SCOTCH GRAY GRAY BROWN

FLANNEL
S-13 S-15/DEEP  S-17/DEEP  S-19/DEEP  S-21/DEEP  S-23/DEEP  S-25/DEEP  S-27/DEEP  S-29/DEEP  S-31/DEEP S-33/DEEP  S-35 S-37/DEEP  S-39/DEEP S-41 S-43 S-45/DEEP S-47/DEEP
DEEPIRIS ~ KINGSTON ASTRA BURMUDA  PEACOCK HEMLOCK  LEAF OLIVE SPRING TROPIC CAPRI DEEP DESERT MUSHROOM DEEP DEEP SWEDISH SIERRA
BLUE BLUE BLUE BLUE GREEN GREEN GREEN GREEN GREEN YELLOW YELLOW HONEY YELLOW BROWN CINNAMON  PUMPKIN RED RED

.

S-14 S-16/LIGHT  S-18/ S-20/ $-22/ S-24/ S-26/ S-28/ S-30/ s-32/ S-34/ S-36 5-38/ S-40/LIGHT ~ S-42 S-44 S-46/ S-48/

LIGHTIRIS  KINGSTON LIGHT LIGHT LIGHT LIGHT LIGHT LIGHT LIGHT LIGHT LIGHT LIGHT LIGHT MUSHROOM LIGHT LIGHT LIGHT LIGHT

BLUE BLUE ASTRA BERMUDA  PEACOCK HEMLOCK  LEAF OLIVE SPRING TROPIC CAPRI HONEY DESERT BROWN CINNAMON  PUMPKIN SWEDISH SIERRA
BLUE BLUE GREEN GREEN GREEN GREEN GREEN YELLOW YELLOW YELLOW RED RED

Vari-Tone® Series
of variegated earthtones perfect for exterior use.

Asound economic alternative with the appearance of natural materials, including granite, stone and marble.

V-101 V-102 V-103 V-104 V-105 V-106 V-107/ V-108/ V-109 V-110/ V-1 V-112 V-113 Vv-114 V-115 V-116
BEIGEDE™  BEIGEAE™ BEIGECE™ BEIGEE™ IVORY BE PEBBLEBE SAND- TERRA- RUSSETT COPPER- MOCHABE WALNUT UMBERAC GRAYBE FLINTAC CHARCOAL
STONEBE COTTABE AD STONEBC BC A

Designer Colors Series

The Signature Collection

D-201 D-202 D-203 D-204 D-205 D-206 D-207 D-208 D-209 D-210 D211 D-212 D-213 D-214 D-215 D-216 D-217 D-218
SEAFOAM  MIST APPLE CHAMPAGNE PEARL POWDER MUTED ROSE EVERGREEN GRASS MIDNIGHT PACIFIC PLUM REDONE BRITE SUNSHINE  HOT CONCORD
GREEN GREEN GREEN BEIGE GRAY BLUE MAUVE PINK GREEN BLUE BLUE ORANGE YELLOW ROSE PURPLE

CUSTOM COLORS too...

We match anything! Custom colors can be developed to match your requirements. Consult local manufacturer for availability.

NOTE: The colors in this brochure and in color chip kits are for preliminary selection only. Request full size sample to see actual color selection. Specify and erect asample panel at least 4’ x 4’ at job site to
show typical variation, range, and approval for each color, type, and size of block selected.

Natural and organic pigments incur natural change on the exterior, some more than others. Standard colors have been tested via 12 month exterior evaluations in Florida by the South Florida Test Service, Inc.
and under ASTM C-744 for 500 hours of weatherometer. All colors are colorfast for interior use. The best colors for exterior have an asterisk(*) and are whites and pastels. Consult local manufacturer for field
experience inyour areaand test data. Follow proper masonry industry recommended design and installation (see page 14). Specify Spectra-Glaze Il Plus units with the Block Rite™ System for raw block and
mortar and use as intended in weathertight and breathable wall designs for durable long-lasting masonry. Where appropriate, specify water based epoxy grout for pointing exterior joints and joints in sanitary
and food applications.

ALL COLORS ARE LIGHT STABLE FORINTERIOR USE. SOME FLORESCENT LIGHT GIVES OFF ULTRA-VIOLET RAYS WHICH MAY CAUSE A SLIGHT COLOR SHIFT, EVEN IN LIGHT STABLE PIGMENTS, AFTER
MANY YEARS OF EXPOSURE. CONTACT YOUR LOCAL MANUFACTURER FOR DATA ON EXTERIOR FIELD PERFORMANCE.

Westbrook Concrete Block Co., Inc. 439 Spencer Plains Road Westbrook, CT 06498 £.860.399.6201 info@westbrookblock.com



