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Westbrook Fine Core Fill Grout
Finel y- Gr aded , Hig h Streng th Ma sonr y Grout

Manufacturer
Wes tbrook Concrete B lock Company 
439  Sp encer Plains Road , P O B ox 70 0 
Wes tbrook , C T 0 6 498

w w w.wes tbrookblock .com

Product Description
Wes tbrook Fine Core Fill G rout is a finel y g r aded , resilient g rout sp eciall y desig ned with e xcellent 
f low in order to ea sil y and ef ficientl y fill  concrete ma sonr y cells , reinforced b ond b eams , and 
composite cons tr uc tion c av ities . This hig h compressi ve s treng th produc t e xcels in b onding 
ma sonr y unit s and s teel reinforcem ent in ma sonr y cores to it s ma sonr y a ssembla ge. Wes tbro ok 
Fine Core Fill G rout m eet s and e xceeds the requirem ent s of A S TM and ACI s t andards .

Uses
 » Fill ma sonr y voids to create s tr uc tur all y sound w all s y s tems for ma sonr y cons tr uc tion

 » When g routing ma sonr y spaces smaller than 4"  hor izont all y in b oth direc tions or 2 "  
 hor izont all y w here no s teel is in the space

 » B ond b eams

 » Str uc tur al hollow clay unit s

 » Load b ear ing concrete ma sonr y unit s

 » M ulti - w y the ma sonr y s tr uc tures

 » Ver tic al reinforcing

 » H or izont al reinforcing

Advantages
 » Hig h - s treng th , fine core fill  g rout

 » Q ualit y controlled for mi xed consis tenc y

 » Pre - blended dr y mi x for ea se of use

 » Sup er ior f low

 » Hig h compressi ve s treng th

 » Pumpab le

 » Reduced seg reg ation

FINE COR E-FILL
GROUT

RRROOOOCC
TT
CC
TT
CC
TTUU

EE
UU
EE
UU

NN
OO
NN
OO
NN
RR
II
RR
II
RR

FF
GG
FF
GG
FF
GG
FF
GG
FF
GG
II
RR
II
RR
NN
RR
NN
OO
NN
OO
EE
OO
EE
UU
EE
UU
CC
UU
CC
TT
CC
TT
OO
TT
OORRR LLLLLIIIFFF--EEEEE--FFIIFINECOR E FILFINECOR E FILFINECOR E-FILOR E FILFINECOR E FILFINECOR E-FILFINECOR E FIL

GROUTGROUTGROUTGROUTGROUTGROUT



Westbrook Concrete Block Co., Inc. 439  Spencer Plains Road  Westbrook, CT 06498  t.860.399.6201  info@westbrookblock.com

A Tradition of Innovation
fine core- fill gro ut
l a s t re vision : m arch , 2014  page 2 of 3

Installation
su rface prepar ation :  Concrete c av it y mus t b e s tr uc tur all y sound and clear of all mois ture,  
  oil ,  paint , and foreig n mater ials . D o not appl y if r ain or freezing weather  
  is forec a s ted for the ne x t 24  hour s . Prepare the unit by clear ing it of any  
  obs tr uc ti ve par ticles (dir t , cont aminant s , etc .). Pressure w a shing  
  or a hig h - pressure air blowing s y s tem is recomm ended .

m ixing:   Use a m echanic al b atch mi xer to ensure optimal unifor mit y in the  
  mi xed produc t . Add 6  – 7  quar t s of clean , pot able w ater (or enou g h  
  to produc t a slump of 8  – 11" ) to the mi xer and empt y g rout b a g into  
  the mi xer w hile mi xer is s tir r ing . M i x thorou g hl y for ab out 5  minutes .  
  Appl y mi x ture imm ediatel y.

applic ation :   Ins t all g rout in accordance with the prov isions of applic able  
  A S TM s t andards and loc al b uilding code. G rout c an b e placed by hand  
  using a s teel trowel or accomplished throu g h m echanic al deli ver y.  
  B efore dr y ing , ensure that the g rout is even and level with the top of  
  the ma sonr y unit s . D isc ard remaining g rout af ter 1 1⁄2 hour s of initial  
  mi x tim e. Af ter disc arding mater ial , clean all mater ials imm ediatel y  
  w ith w ater.

Curing
D r y ing tim e will v ar y dep ending on weather conditions . H owever, Wes tbrook Fine Core Fill G rout 
should cure at a minimum of 28  day s .

Coverage
The fill  r ate v ar ies , dep ending upon the w idth , depth , and heig ht of the ma sonr y cell ,  or if you ’re 
using the pro duc t to fill  cores . O ne 8 0  lb. b a g fills approx imatel y 3 . 6 6"  block s , 2.7 8 "  block s , 2. 2 10 " 
b lock s , and 1. 8 12 "  block s . O ne 8 0  lb. b a g fills approx imatel y 7. 2 6"  block cores , 5.4 8 "  block cores , 

4 .4 10 "  b lock cores , and 3 . 6 12 "  block cores .

Packaging
8 0  lb. multi - w all pap er b a g s w ith a mois ture b ar r ier.

Color
Cem ent g r ay.

Technical Data
Compressi ve Streng th (A S TM C-1019): 
28  Day s .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  3 0 0 0  psi

M eet s or e xceeds the requirem ent s of A S TM - C- 476  St andard Sp ecific ation for M a sonr y G rout  
with a slump r ang ing from 8 – 11".
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Limitations
 » App ear ance and cover a ge may b e af fec ted by applic ation m ethod or weather conditions .  

 Follow indus tr y b es t pr ac tices ; appl y mater ial in accordance with loc al b usiness codes 

 » Ensure c av it y prepar ation is completel y followed to prevent foreig n mater ials from inter r upting  
 the p er for mance of the g rout

 » In e x trem e temp er atures , consult ACI , A S TM , I M IAC or M a sonr y Ins titute s t andards to t ake  
 appropr iate prec autions w hen appl y ing out side

 » Protec t uncoated aluminum from cont ac t w ith Por tland cem ent b a sed mater ials

 » Avoid freezing , e x posure to reac ti ve mater ials , and e x posure to w ater within 24  hour s  
 of appl y ing g rout

 » To consolidate g rout and remove air pocket s , rodding is recomm ended

 » Ins t all onl y w hen subs tr ate temp er atures are b et ween 4 0  – 9 0 ° F

 » Shelf life is one year from manuf ac ture date

Caution
For professional use onl y. Pr ior to us a ge, c aref ull y read and follow dat a sheet and MSDS docum ent . 
Use in well ventilated area s . Cont ains Por tland Cem ent C A S #659 97-15 -1.  Freshl y mi xed cem ent 
produc t s may c ause skin injur y. Is ir r it ating to eyes and skin . Avoid cont ac t with skin w here possible 
and w a sh e x posed area s promptl y w ith w ater. If any produc t get s into the eye, r inse imm ediatel y 
and rep eatedl y w ith w ater. If inges ted , do not induce vomiting and get prompt m edic al at tention . 
Also cont ains S and C A S #14 8 0 8 - 6 0 -7.  Avoid breathing dus t . Prolonged e x posure to dus t may c ause 
delayed lung injur y (silicosis) or c ancer IARC Cla ss 2 A . Wear N IOSH approved ma sk for silic a dus t . 
keep o ut of re ach of children .

Warranty
D ue to the use of this produc t b eyond our control , we a ssum e no liabilit y for dama ges of any kind , 
and the user accept s the produc t “a s is ” and w ithout w ar r anties , e x pressed or implied , from either 
Wes tbrook Concrete B lock Company or it s a gent s . The suit abilit y of the produc t for an intended 
use shall b e solel y up to the user. O ur onl y oblig ation shall b e to replace or pay for any mater ial 
proved out of sp ecific ation , w ith our liabilit y limited to the purcha se pr ice of mater ials supplied 
by us . The final sur f ace app ear ance v ar ies w ith the amount of sealer used and t y p e of sur f ace. 
Wes tbrook Concrete B lock Company and it s a gent s shall not b e held liable for v ar iations in final  
job app ear ance.


